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TOP 28-42 mm

GA672F45P

TECHNICAL DATA
Material:
90% carbon steel.
10% polyamide.
Sheet thickness 0.7/1 mm.
Treatments:
Tempering: specific process to 
ensure maximum ductility.
Zinc coating: specific process 
to ensure maximum corrosion 
resistance.
Screw type:
Reinforced, Ø 4,2 mm.

Ductility:


Corrosion resistance:


Tensile strength:


Clamping force:

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Materiale: 

Durezza:

Scala: 1:1

Data appr.:

22/02/2018

Massa (g):Disegnato da:

Il diritto di produzione di questo disegno e di tutti i documenti che lo accompagnano é sempre riservato alla nostra ditta. Senza la nostra autorizzazione scritta non possono essere duplicati o inoltrati a terzi

DESCRIZIONE:

Approvato da:

3.15

Tratt. Term.: 

Codice Articolo:

Disegno N°:Tratt. Superf.: 

data
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Materiale: 

Durezza:

Scala: 1:1

Data appr.:

22/02/2018

Massa (g):Disegnato da:

Il diritto di produzione di questo disegno e di tutti i documenti che lo accompagnano é sempre riservato alla nostra ditta. Senza la nostra autorizzazione scritta non possono essere duplicati o inoltrati a terzi

DESCRIZIONE:

Approvato da:

3.15

Tratt. Term.: 

Codice Articolo:

Disegno N°:Tratt. Superf.: 

data

Legend
A=12/32 mm
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Catalogo_assieme GA672F45P + LAVELLO
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Materiale: 

Durezza:

Scala: 1:2

Data appr.:

22/02/2018

Massa (g): Disegnato da:

Il diritto di produzione di questo disegno e di tutti i documenti che lo accompagnano é sempre riservato alla nostra ditta. Senza la nostra autorizzazione scritta non possono essere duplicati o inoltrati a terzi

DESCRIZIONE:

Approvato da:

30.71

Tratt. Term.: 

Codice Articolo:

Disegno N°: Tratt. Superf.: 

data



www.marcolinisrl.com

GA672F45P
HOOK FOR STEEL 

SINKS FIXING

The hook installation phase into the hole of the sink oc-
curs by pressing sideways on the locking feather. Through 
this system avoids the dangerous pressure phase of the 
product in the sheet proximity edge of the sink, thus re-
ducing the risk of accidents during installation, making it 
easier and faster.

Once the product is connected to the sink, the particular 
design of the 'Easy-Clip' system maintains clamped the 
hook during the screwing, thanks to a system of oppos-
ing forces that push on polyamide tooth. This latter hangs 
more and more progressively by screw tightening.

"EASY-CLIP" SYSTEM

EASY-CLIP

PATENTED

BREVETTATO

Made in Italy

+ reliability
+ sure
+ easy



GA672F45P
HOOK FOR STEEL 

SINKS FIXING
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MARCOLINI Concern takes care of to produce fixing sy-
stems for sinks from about 50 years. The collaboration with 
partner, leader in the sector, allows the creation of high qua-
lity details, thanks also to continuous investment in research 
and development. The innovative GA672F45P "easy-clip" 

system revolutionizes the world of fastening hooks for stain-
less steel sinks since it guarantees to the fitter maximum 
safety and speed during the fixing phase of the sink. The 
mounting operations of the hook on the sink and of the sink 
on the top of the kitchen are extremely simple and reliable.

•	 Material:
	 75% carbon steel
	 25% polyamide
•	 Treatments: tempering, galvanizing
•	 Kitchen worktop height: min 30 mm / max 40 mm
•	 Sink type: 1 coupling hole with hook

TECHNICAL DATA

ADVANTAGES

Thanks to the 75% steel structure 
and the increase to 4.2 mm diam-
eter screw, the maximum tightness 
over time is ensured, comparable to 
that of a steel hook.

Thanks to the "Easy-clip" system it 
is possible to hook and to unhook 
the product in all safety during the 
installation phase, avoiding possible 
risks of accidents and the dangerous 
pressure phase of the product in the 
sheet proximity edge of the sink.

RELIABILITY OVER TIMESAFETY
Raw material, stamping, heat treat-
ments and galvanic treatments are 
meticulously checked both by suppli-
ers and from a series of internal tests 
(structural, dimensional, hardness, 
traction, saline mist) at MARCOLINI 
laboratory.

QUALITY

EASY-CLIP

PATENTED

BREVETTATO

Made in Italy

+ reliability
+ sure
+ easy
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